
Charging Port
(Micro USB Standard)

External Microphone Input 
Connector. Accepts lapel and 

headset microphones and 
mutes internal mic on XD 

Teacher Microphone

Auxiliary Line Level Input 
Connector. Accepts 

audio from MP3 player, 
computer, etc.

Versatile, clip on. 
Also comes with a neck lanyard

XD Teacher Microphone
Specifications
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The XD Teacher Microphone is the perfect teacher option for reaching every student in large spaces, 
classrooms with windows, libraries, and gymnasiums. Teachers get the same great audio quality you’ve 
come to expect from Audio Enhancement, Inc. in more teaching spaces than ever before!

Selects  which 
source (OWN, 

OTHER or 
LINE) will be 

controlled by 
the Up/Down 

remote volume 
controls

Remote Volume Control 
Source Indicator OWN, 

OTHER, LINE. Indicates 
which source will be 

controlled by the Up/Down 
remote volume controls

Battery and 
power status 

indicator

Uni-directional, electret 
microphone capsule

Up/Down - 
Remote volume 

controls

Battery charging status

Alert switches - When pressed at 
the same time, activates Emergency 

Security Function (when the SAFE 
System* is implemented)

PWR - Power ON/Off and 
mute control

Right Side View Left Side View

Back View
(Back cover is removed)

REC - starts/stops 
recordings (additional 

hardware required: camera 
and microphone) 

Link microphone to 
receiver when pressed 

together

Single Lithium-ion 
battery
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Microphone Controls “PWR” ,  “MUTE”- Power/Mute: On/Off & Mute
“SELECT” - Select: Own - Other – Line input for remote control
Remote volume buttons (up/down)
Alert Switches: 
•	  Emergency Security Function (SAFE System)– Press and hold both 

side buttons for 2 seconds to activate

System Frequency XD Technology 1.9 GHz

Coverage Adjustable for optimal coverage from small classrooms to cafes, gyms 
and other large spaces

Microphone type Unidirectional electret condenser microphone

Auxiliary Input Level Line Level 3.5 mini jack (plug-in power compatible)

Auxiliary Input Line Level 3.5 stereo mini jack (monaural mix)

Battery Type Lithium-Ion Battery (rechargeable)

      Talk Time 8 - 10 Hours

      Charge Time ~4 Hours (5V/500mA)

      Charging Method Micro USB charger (supplied)

Temperature Range 41 °F - 95 °F (5°C ~ +35°C)

Humidity Range ~90%

Weight & Dimensions
       with Batteries

1.8 oz (50 g)
3.31 (H) x 1.89 (W) x 0.63 (D) in. (84 H x 48 W x 16 D mm)

*The SAFE System (patent pending) is an alert notification system not intended to be a life-saving device or prevent emergencies. Audio Enhancement, our agents, 
employees, subsidiaries, affiliates and parent companies are exempt from liability for any loss, damage, injury or other consequence arising directly or indirectly from 
the application of our equipment. In the event of misuse or malfunction of the SAFE System or any of its components, Audio Enhancement, our agents, employees, 
subsidiaries, affiliates and parent companies are exempt from liability for any loss, damage, injury or other consequence arising directly or indirectly therefrom.
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